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Examples of composition 
 
 

 
 

 
 

 
 

 
 

 
 

 

A system for the living area that stands on the floor 
or is wall-mounted without compositional 
limitations, providing versatile solutions. Open and 
closed units, drawer units, suspended bookcases, 
benches, Hi-fi units, TV panels and wall units are 
all available in numerous finishes, types and sizes. 
The doors and drawers all have pressure opening. 
The perfect finish on the upper surface of the 
storage and drawer units make the additional top 
optional. The pieces stand on the floor on 20mm h. 
adjustable feet that permit perfect alignment. The 
benches 80mm th. have alternatively adjustable 
blade feet, available in several heights and 
finishes. 
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Components and finishes – pressure-opening 
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Components and finishes – opening with handle 
 

 
 

 

 
 

 
 

 
 
 



 

 pass  
Design Luca Meda 

 
 

Technical sheet | www.molteni.it |4| 
This information is based on the latest product information available at the time of printing. The right to discontinue and make changes is reserved. 

 

 

Components and finishes – shelves, bench, TV panel, wall units, writing desk  
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Glass doors  
Structure 
Back 
Dividers 
Table top 
Under-table trays 
Adjustable feet 
Wall unit structure 
Wall unit shelf 
Wall unit back 
Panels 
Shelves 
Shelves back 
Hinged door with pressure-opening 
Drawer front 
Top 
Hi-Fi base unit 
TV panel 
Desktop panelling 
Wooden writing desk leg 
Metal writing desk leg 
Drawer front glass 
Handle 

 
For parts in wood 

Structure and back 

Chipboard panel covered with veneer. 
Drawer front and hinged door 

MDF panel covered with veneer. Painted metal insert. 
Table top 

Panel covered with veneer. 
Dividers 

Multilayered panel, covered with veneer. 
Panels and tops 

Medium-density fibre panel, covered with veneer. 
Shelves 

Panel covered with veneer. 
Wall unit back 

Plywood panel covered with veneer. 
 

For lacquered and resin or PU-coated parts 

Structure and back 

Chipboard panel, coated with melamine resin and painted in shades from the Molteni range. 
Drawer front and hinged doors 

Medium-density fibre panel, coated with melamine resin and painted in tones from the Molteni range. Painted 
metal insert. 
Table top 

Veneered panel, coated with melamine resin and painted in tones from the Molteni range. 
Dividers 

Plywood panel, coated with melamine resin and painted in tones from the Molteni range. 
Panels and tops 

Medium-density fibre panel, coated with melamine resin and painted in shades from the Molteni range. 
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Shelves 

Panel coated with melamine resin and painted in tones from the Molteni range. 
Shelves back 
Support made up of a medium-density fibreboard panel with 1mm aluminium sheets. 
Interior sides of drawer 

Support consisting of central plywood panel with medium-density fibre panels on the outside, coated with 
melamine resin. 
Interior bottom of drawer 
Chipboard panel, coated with melamine resin. 
Wall unit back 

Plywood panel covered with melamine, painted in the colours from the Molteni range. 
 

For parts in glass, marble, aluminium and accessories 

Plate glass top 

10mm reinforced glass. 
Marble top 

Absolute black granite or Calacatta, water- and dirt-repellent treatment. 
Plate glass shelves 

Etched reinforced 10mm plate glass. 
Hinged glass door 

Frame in anodised aluminium extrusion (several finishes). Reinforced 5mm glass. 
Drawer front glass 

Layered smoked glass 
Handle 

Shiny chrome 
Under-table trays 

Bent and painted sheet steel. 
Adjustable feet 

Anodised aluminium (several finishes). 
TV panel (fixed) 

Box section made of a medium-density fibreboard panel, faced with sliced wood or melamine painted in the 
colours of the Molteni range. Anodised aluminium inner profiles for wall fastening and reinforcement panel of 
multilayer Birch wood. 
TV panel (tiltable) 

Box section made of a medium-density fibreboard panel, faced with sliced wood or melamine painted in the 
colours of the Molteni range. Anodised aluminium inner profiles for wall fastening and iron device support plate. 
Tilting device of bent and painted sheet metal with multilayer fixing panel with black painted melamine finish. 
Hi-fi base unit 

Container with drawers or flap doors made up of panels of particleboard or medium-density fibreboard, faced 
with sliced wood or melamine painted in the colours of the Molteni range. The cover can be opened through 
sliding shoes of Lignostone sliding along special aluminium runners. 
Desktop panelling 

Box made by MDF covered with veneer or with melamine painted in colours from the Molteni range. Structural 
inner part of solid Abura wood with cable duct of bent sheet metal (several finishes). 
Wall unit structure 

Anodised extruded aluminium. 
Wall unit shelf 

4mm reinforced glass, etched. 
Wall unit back 

Plywood panel covered with sheets of anodised aluminium (several finishes). 
Wooden writing desk leg 

Medium-density fibreboard panel, faced with sliced wood or melamine faced sides painted in the colours of the 
Molteni Range. 
Metal writing desk leg 

Steel. 
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Use and maintenance 
The product was designed for domestic use for light weights. Tops are made to hold light weights and are not to 
be used as work tops of any kind. Wall mounting of furniture pieces, bookcases and TV panels should be done 
only after the buyer has checked the resistance of the materials that make up the wall. The stability and capacity of 
units fixed to the wall are to be considered under guarantee only if correctly assembled and and manufacturer’s 
instructions have been followed. Shelves have a weight-bearing capacity of 13kg per linear meter, evenly 
distributed. Do not climb up on furniture or drawers; the vanishing metal drawer runners have safety catch to stop 
them falling out; the drawers slide lightly and silently thanks to a system of hardened steel bearings; the runners 
require no maintenance. Load-bearing capacity of drawers is 25kg. Drawer units hung on the wall have a 
maximum capacity of 40kg. Wall units have a maximum capacity of 10kg. Do not open two or more drawers at the 
same time. Do not hang from or lean against the doors. In the case of individual furniture pieces with four doors, 
do not open them all at the same time. Load weights evenly on the bench and on the unit with drawers; never 
placing them on the front of it if feet are at the back. Do not sit or stand on the bench or unit with drawers. 
Lacquered parts may leave traces of colour on the cloth: this is not a defect and disappears once the paint  
deposited on the surface during drying has been eliminated. Avoid impacts of all kinds against the parts in plate 
glass. Avoid doing maintenance on components of the product yourself, contacting your retailer if anything goes 
wrong. Keep tops from coming into contact with water or other liquids, even for brief periods of time. Borders 
should be placed in the vicinity of sources of heat over 45°C. Loads must be distributed evenly on the Hi-Fi base 
units, otherwise the load must be positioned over the central upright. When being opened, no items must be 
present on the cover. The fixed TV set panels can bear a maximum load of kg 60. The tiltable TV set panels can 
bear a maximum load of 60kg. Any odours given off by the product when unpacked are not toxic and disappear 
when exposed to aired surroundings.  
Adjustment of the blade-shaped bench feet 

Adjust using the wheels at the top of the feet. 
Container feet adjustment Adjustment of hinges 
The floor containers 
are always provided 
with adjustable feet. 
Adjust using the 
screw placed inside. 

 

Hinges mounted on the side-hung door hook on 
automatically and have a three-directional, simplified 
adjustment system. Hinges are tested in accordance with 
German norms. If small adjustments should have to be 
made, see drawing. 
Hinges are covered by a cap in ABS. 

 

Maintenance of parts in wood 

It is advisable to clean these parts with alcohol diluted with water, drying immediately with a soft cloth. All these 
operations should be carried out with the greatest of care to avoid scratching the surface. Exposure to direct 
sunlight may alter the colour of the wood. Avoid the use of products containing acetone, ammonia, chlorine and 
solvents, abrasive products and wax for furniture. 
Maintenance of lacquered, glass and metal parts 

For ordinary care, use a soft, dry cloth to remove dust. For greasy dirt (fingerprints), we recommend the use of 
standard glass-cleaning detergents containing ammonia. Avoid products containing solvents and/or spirits and 
cloths with hard fibres (synthetic/linen) as they could ruin and/or scratch the surfaces. 
All these operations should be carried out very carefully to avoid scratching the surface. 
Exposure to direct sunlight may alter the colour of the lacquering. 
Maintenance of marble top 

As regards normal maintenance, dust and dry residues, use a soft cloth. For stubborn dry dirt (dust which has 
penetrated into the porosity of the granite) it is advisable to use a close-knitted or a spongy cloth, slightly 
dampened with warm water and well wrung out. Clean by following the vein of the surface without applying too 
much pressure. As for both greasy and oily marks (fingerprints) it is recommended to treat the surfaces with a 
small sponge dampened with water and washing-up liquid. Afterwards go over the surfaces once again as 
described above. Products which contain solvents and/or methylated spirits as well as cloths with rigid fibres 
(linen and synthetic fibres) are to be avoided as these may ruin the varnish. Given the kind of treatment it is 
important to immediately remove stains following the above described procedures. 
Disposal 

Once discarded, neither the product nor its components should be abandoned in unauthorised areas. 

 


